


Image Sensor  13MP CMOS Sensor / 64MP interpolation

Lenses   F1.8,  Field of view per lens: 120° and 60°

Zoom   18x Digital Zoom

Image Resolution (64MP) 9200 x 6900 pixels (interpolated)
   (48MP) 8000 x 6000 pixels (interpolated)
   (36MP) 6912 x 5184 pixels (interpolated)
   (30MP) 6400 x 4800 pixels (interpolated)
   (24MP) 5600 x 4200 pixels (interpolated)
   (20MP) 5200 x 3900 pixels (interpolated)
   (16MP) 4608 x 3456 pixels (interpolated)
   (12MP) 4000 x 3000 pixels; (8M) 3264 x 2448 pixels
   (7M HD) 3648 x 2048 HD; (5M) 2592 x 1944 pixels
   (3M) 2048 x 1536 pixels; (1M) 1280 x 960 pixels

Video Resolution 4K (10fps), 2.7K (30fps), 1080P (30fps), 720P (30fps),
   VGA (30fps)

Video File Format AVI/Motion-JPEG

Shutter Control Electronic Shutter

Shutter Speed  1/2 ~ 1/2000 sec

Auto-focus  0.04m to infinity

ISO   Auto/100/200/400

Exposure  +3.0 EV ~ -3.0 EV in 1.0EV increments

White Balance  Automatic / Daylight / Cloudy / Incandescent / Fluorescent

Effects   Normal / B&W / Sepia / Red / Green / Blue / Sunset / Warm
   Cool / Over Exposure / IR / Binary / Vivid / Undertone / Dog Eye
   Aibao / Gothic / Japan Style / /LOMO / Negative

Mode   Auto / Continuous / Night / Portrait / Landscape / Backlight
   Sport / Party / Beach / High Sensitivity

Fill Light  3W TIR optical fill light lamp

Self-timer  2 / 5 or 10 sec delay

LCD Display  2.8 Inch IPS LCD

Built-in Features Built-in Microphone, Speaker and PC Camera

External Memory Micro SD Card (up to 512GB)

PC Interface  USB 2.0

Working Temp. -20C° ~ 50C°

Dimensions . 55 x 100 x 10 mm

Weight  . 101.5g

Battery   Built in 1200mAH Li-Ion Battery

Included  1 x Camera / 1 x Lithium Li-ion battery / 1 x USB-C Cable
   1 x User Manual / 1 x Camera bag / 1 x Wrist Strap


